
SBP-137WM SBP-137WM1

Dimensions Unit : mm (inch)

FIRST EDITION 11-2017  © 2017 Hanwha Techwin Co., Ltd. All rights reserved. 

SBP-137WM SBP-137WM1

Materials Aluminum / Plastic Aluminum / Plastic

Dimensions (WxHxD)
148.5 x 104.5 x 178.2mm

(5.84" x 4.11" x 7.01")

148.5 x 104.5 x 178.2mm

(5.84" x 4.11" x 7.01")

Weight 440g (0.97 lb) 550g (1.21 lb) *included gang plate

Color Ivory Ivory

Applicable Model

QNV-6010R/6020R/6030R/7010R/7020R/7030R

XNV-6010/6020/8020R/8030R/8040R 

HCV-6080R/6070R/7010R/7020R/7030R/7070R

SCV-5082/5082R/5083/5083R/5085/6023R/6083R

QNV-6010R/6020R/6030R/7010R/7020R/7030R

XNV-6010/6020/8020R/8030R/8040R 

HCV-6080R/6070R/7010R/7020R/7030R/7070R

SCV-5082/5082R/5083/5083R/5085/6023R/6083R

Dome Mounts

* The lastest product information / specification can be found at hanwha-security.com
* Design and specifications are subject to change without notice.
* Wisenet is the proprietary brand of Hanwha Techwin, formerly known as Samsung Techwin.
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Wall Mount Wall Mount



SHF-1500FSHP-1680F

Dimensions Unit : mm (inch)

FIRST EDITION 09-2017  © 2017 Hanwha Techwin Co., Ltd. All rights reserved. 

SHP-1680F SHF-1500F

Operating Temperature
-10°C ~ +50°C 
(+14°F ~ +122°F)

-10°C ~ +50°C 
(+14°F ~ +122°F)

Operating Humidity 0 ~ 90% RH 0 ~ 90% RH

Materials
Body Poly Carbonate Poly Carbonate

Bubble Poly Carbonate N/A

Dimensions (DxH)
Ø232 x 135.5mm

(Ø9.13" x 5.33")

Ø222.8 x 107.2mm

(Ø8.77" x 4.22")

Weight 605g (1.33 lb) 480g (1.06 lb)

Color Ivory Ivory

Applicable Model

XNP-6120H

XNV- 6120 

6120R 

6085

XND- 6085V 

6085

PNF-9010R

XNF-8010R

* The lastest product information / specification can be found at hanwha-security.com
* Design and specifications are subject to change without notice.

Flush Mounts
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